2026/01/16 02:09 1/2 mycnc_editor

Main window of the editor of control programs

G17 G30 G91.1 -
G17
| G0 X143.025050 YB0.292628
M3
G3 X152.000000 ¥71.000000 19.574950 JO.70731
G3 X153.000000 ¥165.000000 10000000 J47.00
G3 X153.000000 Y71.000000 10.000000 J-47.000 =
G3 X162.974950 YB80.292628 10.000000 J10.000¢
L5
G X314.000000 Y15.000000

10l

GO X469.025050 YB0.292628

M3

G3 X479.000000 Y71.000000 19.974350 JO.70731
G3 XAT9,000000 Y165.000000 10.000000 J47.000
1G3 X4T9.000000 Y71.000000 10.000000 J-47.000
1G3 X488.974950 Y80.292628 10.000000 J10.0000
M5

GO X640.000000 ¥15.000000

£3- end of program

Cutting card management functions

Selecting and opening a cutting layout for editing

Saving the edited control program.

Place the control program on the whole screen.

Zoom in of the nesting chart

Zoom out of the nesting chart

Show dimensions of the nesting chart

Show work area with nesting chart
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Editor Functions

: G17 G30 G911
QESARXQ ~—i[ad=
- + = GO X143,025050 Y80.292628

M3

G3 X153.000000 Y71.000000 19974350 J0.70737
G3 X153.000000 ¥165.000000 10.000000 J47.000
G3 X153.000000 Y71.000000 10.000000 J-47.000 =

G3 X162.974950 Y80.292628 10.000000 J10.000C
(5}
GO X314.000000 ¥15.000000

Highlight of the edited line and
indicating the direction of movement

Go to one line up the control program

Go to one line down the control program

Insert a new line. The insertion is performed above the selected row.

Editing the selected line

Cut the selected string to the new one.
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